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Introduction
Axolotl Stone is a new lightweight surfacing 
treatment that revolutionises how natural stone 
can be used in architecture and design.  

Axolotl Stone is available in two styles, Axolotl 
Stone and Axolotl Flex Stone.

- Axolotl Stone is a lightweight, super-thin,      
  flexible natural stone veneer laminated to a    
  fiberglass/polyester resin backing. 

- Axolotl Flex Stone is an ultra-thin stone veneer,   
  laminated to a flexible fabric backing. 

Available in a selection of 21 different finishes, the 
genuine stone veneers are derived from natural 
slate, quartzite and sandstone slabs. Each piece 
is unique and showcases the inherent beauty, 
texture and lustre of natural stone. The raw split 
surface of the slate and the interchanging colours 
of each stone layer are unique and no two pieces 
are alike.

Axolotl Stone is easy to work with using standard 
carpentry tools, and adhesives. The stone sheets 
are very flexible and can be applied onto curved 
surfaces, allowing stone to be used in unique 
designs at a fraction of the cost of solid stone.



Description and 
Principle Function
Axolotl Stone is manufactured from natural stone, 
it provides the look and feel of real stone without 
the cost, size and weight constraints of solid 
stone.

Axolotl Stone’s are quarried from many locations 
worldwide. Ultra-thin sheets of stone are expertly 
hand split from natural slate and quartzite 
reserves.

Axolotl Stone veneers are available in a choice of 
sheet sizes, and backings to suit a diverse range 
of applications for both internal and external use.

Axolotl Stone is a stone veneer product suitable 
for decorative architectural applications and can 
be applied onto almost any solid substrate. 

- 100% Natural Stone surface
- Thickness from 1-2mm 
- Flexible material that can be curved 
- Beautiful, unique characteristics in each surface
- Standard sheet size of 2440mm x 1220mm*
- Custom or larger sheet sizes can be  
  manufactured on request**
- Easy to transport
- Lightweight
- Easy to Install
- Can be applied over nearly any solid substrate  
  including: wood, plaster, metal, concrete, ply-  
  wood, MDF, and painted surfaces
- Can be shaped using standard carpentry tools

*See panel size chart
** Dependant on availability. Contact us with your request.

Key Features and
Benefits





Axolotl Stone can be applied over nearly any 
solid substrate including concrete, ceramic, 
wood, metal, plywood, fibreglass, backer board, 
tile, dry wall, painted surfaces, MDF, Masonite®, 
door skins and cabinetry. 

Both Axolotl Stone and Axolotl Flex Stone can 
be curved to a convex and concave profile, 
and it can be bent to a minimum 20cm radius 
depending on the stone colour or type. 

Axolotl Stone is suitable for use in many different 
environments, indoors or outdoors. The stone 
sheets are supplied at full size only and are 
raw. Axolotl Stone can be used with a variety 
of sealers and adhesives available from local 
hardware stores. 

Axolotl Stone is easy to install, and can be cut 
down with common wood working tools.

Please refer to the techincal data sheet for more 
information.

Working with 
Axolotl Stone



Panel Sizes

Custom or larger sheet sizes may be possible
on request.

Product 1220 x 610mm
 

Ajanta 

Amada 

Apollo 

Ares 

Artemis 

Athena 

Cobá 

Ellora 

Hadrian 

Hawa 

Inca 

Jerash 

Luxor 

Machu 

Mayan 

Mesoa 

Olympia 

Pagoda 

Petra 

Taj 

Tulum 

2440 x 1220mm
 



Green Initiative
Sustainable alternative to solid stone

By using Axolotl Stone in place of natural stone, 
we save more than 80% of natural resources in 
the form of stone, sand and cement and leave a 
smaller environmental footprint. 

Axolotl Stone panels weigh up to 20 times less 
than that of a solid stone object of the same 
size. This means the panels are easier to freight 
and can reduce the carbon emissions released 
in transport when compared to solid stone.

The lightweight nature of Axolotl Stone also 
allows towered civil construction for residential 
or commercial projects to be constructed from 
lighter materials which can inturn reduce the 
structural material requiremens of the project.

Working with Axolotl Stone will also require 
less heavy machinery, and resources when 
compared to solid stone. Axolotl Stone panels 
are between 1-3mm thick and can be cut with 
hand tools and light power tools.





Ajanta Amada

Apollo Ares



Artemis Athena

Coba Ellora



Hadrian Hawa

Inca Jerash



Luxor Machu

Mayan Mesoa



Olympia Pagoda

Petra Taj
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