
 
 
 

 
 
 

SPECIFICATION GUIDE – FORMED GLASS 

Features 

Formed is a range of textured glass where one face has been formed over a patterned mould to 
create a unique finish to every panel of glass. Formed is the ideal product to apply transparent 
coloured finishes and is wonderful medium for corporate logos and text. 

Uses 

Formed is ideal for screening where the transmission of light is still required. Formed can be used for 
shower screens, balustrades, frameless doors, feature windows and many other applications. 
Formed is also ideal for water features and all external uses as the nature of the product makes it 
impervious to general wear and tear that other products may experience. 
 

 
Process: Formed  
 
Glass type: Clear, Low Iron, Bronze. Grey, Green, Starfire,  
 
Treatment: Toughened, annealed, toughened laminated, annealed laminated, toughened/annealed 
laminated, heat strength. 
 
Thickness: 6mm, 8mm, 10mm, 12mm, 15mm, 19mm, 25mm,  
 
Panel sizes: 
 
Qantity: 
 
Pattern/Texture: 
 
Effect: Mirror back, Matt Blast face 1 (MB1), Matt Blast face 2 (MB2), MB1 & MB2, MB1 and metal, 
MB2 and metal, Deep Carve face 1 (DC1), Deep Carve face 2 (DC2),  DC1 + DC2, DC2 + paint, 
DC1 + MB2 100%, DC2 and MB1 100%, colour back, Shimmer back, laminate, translucent, soft 
white, pure white, clear. 
 
Colour: Paint colour, metal colour/aging 
 
 

Manufacturer: Axolotl Group Pty Ltd

Issue date: September 2026



 
 
 
 
 
Edge Type: Fire polish, bound, glazing border, water jet cut. 
 
As an example for a Glass Formed sample you would write; 
  

Process: FORMED 
Glass Type: Low Iron 
Treatment: Toughened 
Thickness: 10mm 
Panel sizes: 1200 x 1800mm 
Quantity: 30 
Pattern: Nozone 
Effect: N/A 
Colour: N/A 
Edge Type: Bound 
To approved artwork 
 

 
 

Manufacturer: Axolotl Group Pty Ltd


