
 

 

SPECIFICATION GUIDE – LUSTRE SPECTRUM 
 

 
Process: Lustre Spectrum  
 
Glass type: Clear, Low Iron, Bronze, Grey, Green, azurite, Starfire, Clear Mirror, low Iron Mirror, Grey 
Mirror, Arctic Blue,  
 
Treatment: Toughened, annealed, toughened laminated, annealed laminated, toughened/annealed 
laminated, heat strength. 
 
Thickness: 6mm, 8mm, 10mm, 12mm, 15mm, 19mm, 25mm,  
 
Panel sizes: 
 
Qantity: 
 
Pattern/Texture: 
 
Effect: Mirror back, 3D, Matt Blast face 1 (MB1), Matt Blast face 2 (MB2), MB1 & MB2, MB1 and 3D, 
Deep Carve face 1 (DC1), Deep Carve face 2 (DC2),  DC1 + DC2, DC2 + paint, DC1 + MB2 100%, 
DC2 and MB1, Shimmer back, laminate, ombre, translucent, opaque, clear, formed.  
Colour: Print colour, image, graphic 
 
Edge Type: Flat grind, belt arris, flat polish, fire polish, bound, glazing border, water jet cut. 
 
As an example, for a Glass Link sample you would write; 
  

Process: Lustre Spectrum 
Glass Type: Low Iron 
Treatment: Annealed  
Thickness: 6mm 
Panel sizes: 1000 x 1800mm 
Quantity: 18 
Pattern: Custom Linen 
Effect: DC1 + metal 
Colour: Orange 
Edge Type: Flat polish 
To approved artwork 

Manufacturer: Axolotl Group Pty Ltd

Manufacturer: Axolotl Group Pty Ltd
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